


Arcarco ® Signature Window Film

For more information please visit  w w w . a r c a r c o . c o m

Note: Performance based upon ¼  clear glass
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Test Result By
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96.5

66.3

14

15.19

99.5

59

2.5

99.5

2

5.8

85

97

Color Neutral

Solar Control

5 years

Technology

Adhesive Pressure Sensitive Adhesive

Test Instrument

PE950 Spectrometer

PE950 Spectrometer

PE950 Spectrometer

PE950 Spectrometer

Durometer QHQ-A

MITUTOYO H0530 
ABSLUTE Digimatic 

LinShang LS 162 
Transmission Meter

EDTM WP4500 Window 
Energy Pro�le

Haze - gard plus/dual 
AT-4727

Haze - gard plus/dual 
AT-4727

(FINAT TM 1, after 24h, 
glass)

QUV Test

P R O D U C T  F E A T U R E S
WINDOW FILM SERIES
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Glare
Reduction

Performance
Locked

UV
Protection

HD Clarity

Improve
Safety & Security

Exceptional
Heat Reduction

C65S

PLC &
SPUTTERING

C S  S E R I E S  F E AT U R E S

Inorgarnic Window Film, a non-metalized coating High transmission
for visible light, and low outer light Ultra performance Sputtering Window Film 

which has layers of thin polyester materials laminated with different types of 
�Ø�µ�Š�H���2�µ�:�Þ�:�H�Þ�h�µ���Š�ö�ö���o�:�.���!�²���:�µ�2�Þ�µ�:���Š�ö�:�����Ø�Š�:���§�m�!���H�µ�§�Ø�����ö���Ð�o�)���i�Ø�Þ�§�Ø���ö���§�ò�µ�®���H�Ø�µ���Û�ö�ÿ�Z�:��

performance without color deterioration and extremely durable. 


